
Body / Shaft Gasket Nut

W W W. H AY WA R D F LOWC O N T R O L .C O M  •  1 . 8 8 8 . 4 2 9 . 4 6 3 5 8 7

B
U

LK
H

EA
D

 FITTIN
G

S
 A

N
D

 A
C

C
ES

S
O

R
IES

sELECTiOn CHarT

technical inFormation

ExPLOdEd ViEW

KEy FEaTurEs
• PVC, CPVC and PP 

• Extra Long Design for Thick Tank Walls

• Left-Hand Threads

• Rated at 150 PSI

• FPM or EPDM Gasket Seal

•  Hex Body 

• Buttress Threads

OPTiOns
• Vacuum Breaker

•  Ready Flanges (for Making Flanged 
Connections to Tanks)

• Tank-Tite™

maTEriaLs
• PVC Cell Class 12454 per ASTM D1784

• CPVC Cell Class 23447 per ASTM D1784

• PP per ASTM D4101

• FPM and EPDM Gaskets

BFA Series Bulkhead 
Fittings – Standard Flange
1/2" TO 6" PVC, CPVC and PP – LOnG PaTTErn

sizE maTEriaL End 
COnnECTiOn GasKETs PrEssurE 

raTinG

1/2" – 6"
(DN15 – DN150)

PVC Socket x Socket

Socket x Thread

Thread x Thread FPM or 
EPDM

150 PSI @ 70°F 
Non-ShockCPVC

PP Thread x Thread
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Hayward is a registered trademark and Tank-Tite
is a trademark of Hayward Industries, Inc. 
© 2011 Hayward Industries, Inc.

Contact Hayward Flow Control with questions: 1-888-429-4635 • Fax: 1-888-778-8410 • One Hayward Industrial Drive • Clemmons, NC 27012 • USA
Visit us at: www.haywardflowcontrol.com • E-mail: hflow@haywardnet.com
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technical inFormation, continued

BFA Series Bulkhead 
Fittings – Standard Flange
1/2" TO 6" PVC, CPVC and PP – LOnG PaTTErn

minimum insidE radii OF TanKs FOr 
BuLKHEad FiTTinG insTaLLaTiOn

dimEnsiOns – inCHEs / miLLimETErs

sizE
in / dn

a
in / mm

B
in / mm

C
in / mm

d
in / mm

E
in / mm

aCrOss FLaTs insTaLLaTiOn HOLE sizE aCrOss FLaTs GasKET THiCKnEss

1/2 / 15 2.00 / 51 3.75 / 95 1.38 / 35 2.00 / 51 .19 / 5

3/4 / 20 2.38 / 60 3.88 / 99 1.63 / 41 2.38 / 60 .19 / 5

1 / 25 2.56 / 65 3.88 / 99 1.88 / 48 2.56 / 65 .19 / 5

1-1/4 / 32 3.25 / 83 4.00 / 102 2.65 / 67 3.25 / 83 .19 / 5

1-1/2 / 40 3.25 / 83 4.00 / 102 2.65 / 67 3.25 / 83 .19 / 5

2 / 50 4.38 / 111 4.25 / 108 3.25 / 83 4.38 / 111 .25 / 6

3 / 80 6.00 / 152 4.65 / 118 4.50 / 114 6.00 / 152 .25 / 6

4 / 100 8.75 / 222 5.75 / 146 5.75 / 146 8.75 / 222 .25 / 6

6 / 150 12.00 / 305 8.00 / 203 8.06 / 205 12.00 / 305 .31 / 8

Dimensions are subject to change without notice – consult factory for installation information                        

Dimensions A and D are Across Flats. 1/2" to 2" Hexagon Flats, 3", 4" and 6" Octagon Flats

sizE
in / dn

min. rigid 
Tank radius

min. Flexible 
Tank radius

max. Wall 
Thickness

1/2 / 15 7.25" 6.50" 2.08"

3/4 / 20 10.00" 9.25" 2.08"

1 / 25 11.75" 10.70" 2.08"

1-1/4 / 32 16.25" 12.19" 2.00"

1-1/2 / 40 16.25" 12.19" 2.00"

2 / 50 25.75" 19.38" 2.00"

3 / 80 30.00" 25.25" 2.12"

4 / 100 60.00" 55.00" 2.45"

6 / 150 114.00" 97.00" 3.25"

OPEraTinG TEmPEraTurE / PrEssurE
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